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Part  1
Product Overview



（Loget 1 Series ）

The Loget 1 series is mainly used to record temperature and humidity data during transportation of 

pharmaceuticals, vaccines, reagents, etc; Configure parameters and export PDF data reports through USB 

interface.

Product Introduction



① USB port

④ Button

③ LED

⑤ Light sensor

⑥ Expiration date

⑧ Humidity 
sensor

⑦ SN number

② LCD

⑨ USB protective 
cap

Product Mix



Button operation and LED status indication

Device status LED indicator status

Not started
Cl ick  the button,  the red and green l ights  wi l l  f lash s imultaneously  

once .

Started normal
Press and hold the button for  about  5  seconds,  and the green l ight  

wi l l  f lash cont inuously  5  t imes .

Delayed

Press and hold the button for  about  5  seconds,  and the green l ight  

wil l  f lash cont inuously  5  t imes;  Then c l ick  on the button and the 

t raf f ic  l ights  wi l l  f lash a l ternate ly  once .

Data is  normal
The green LED l ight  f lashes once every  10 seconds,  or  when you c l ick  

a  button,  the green l ight  f lashes once .

Data overrun
The red LED l ight  f lashes once every  10 seconds,  or  when a  button is  

c l icked,  the red l ight  f lashes once .

Mark successful ly
Double c l ick  the button quick ly ,  and the red and green l ights  wi l l  

f lash three t imes at  the same t ime .

Mark overrun
Double c l ick  the button quick ly ,  and the red and green l ights  f lash 

a l ternate ly  3  t imes .

Stop recording
Press and hold the button for  about  5  seconds,  and the red l ight  wi l l  

f lash cont inuously  5  t imes .

Data is  normal  after  stopping Cl ick  the button,  the green l ight  f lashes cont inuously  twice .

Data exceeded after  stopping Cl ick  the button,  the red l ight  f lashes cont inuously  twice .
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Product Selection



Product parameters

Model Loget 1 Loget 1TH

Communication Mode USB USB

Measuring Range -30°C~70°C

Accuracy
±0.5°C（-20℃-40℃）

±1°C（others）

Record Interval Default recording interval: 12 minutes; Record period of 120 days（10s-24h can be set ）

Record Capacity 16000

Start Delay Default 30 minutes；（1 minute to 24 hours can be set）

Alarm Type Single/Cumulative 

Alarm Threshold Default ：H3：25，H2:15,H1:8.L1:2,L2:0

Report Type PDF/EXCEL/TXT

Battery Model CR2450

IP Grade IP67                                                                           IP65

Expiration Date 2 years

Size 97（L）*53(W)*8（H）（mm）

Light monitoring Support

Shadow data Support

Alarm prompt LCD&LED
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Product Application
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Product Features

 USB drive can quickly 
generate PDF format 
data reports.

 Support for light 
monitoring.

 Protection level reaches 

IP67（Loget 1）.

 Support shadow data 
function, and data after 
stopping recording can also be 
viewed.

 Supports timed start, button start, 

immediate start,  suitable for various usage 

scenarios.

 USB protective cap is 
easy to disassemble and 
disassemble, and parameter 
modification is not limited 
by plastic film.



Application Scenario

➢ Application scenarios: mainly used in cold chain transportation, 

such as insulated boxes, refrigerated trucks, containers, etc;

➢ Monitoring objects: drugs, vaccines, reagents, food, precision 

instruments, etc

Loget 1series



Note
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Device Operation



Operating Steps



Software Download

➢ Download website: “https://www.elitechus.com/pages/elitechlog-download”



General: recording interval, alarm upper and lower limits; Time zone, startup mode (startup delay).

Advanced parameters: temperature unit, PDF language, setting password; Button stop, repeat start, cycle recording.

temperature (three upper limits/two lower limits); Alarm type: single/cumulative; Alarm delay.

Configuration Parameter——PC



➢ PC：Open the software, connect the device to the USB interface of the computer, and then click on the summary menu to 

directly view the curve. Click on "Data Filter" to select the corresponding time period to view the data according to the 

needs. Click on "Export Data" to select the format to export the report. Click on "Data Table" to view the data details.

Export Data Report



 Selectable time, 

quick query of report 

list, export of 

historical data and 

batch export (10 of 

the same type)

 Able to edit report 

data; Used for note 

information.

 Data report cloud 

storage and backup;

Datebase



审计信息

The system can record 

account login records, 

modify parameter records, 

and push out log 

information, making it easy 

for operation traceability 

and auditing. Support time 

filtering and operation 

type filtering.

Note: (FDA function needs 

to be enabled first to view 

audit records); Enabling 

the FDA function requires 

administrator privileges on 

the computer.
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Product Certification



Product Certification



Product Certification



Product Certification



Product Certification
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